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APPROXIMATE         TRACK         LOCATION         (SEE         GENERAL         NOTE         8)
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ENGIN'D BY:

DATE:
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DEC 2021
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Civil and Structural Engineering
 Land Surveying and Environmental Consulting

KELSEY FIELDS ATHLETIC PAVILION
COLBY-SAWYER COLLEGE

TAX MAP 86 LOT 1
NEW LONDON, NEW HAMPSHIRE

GENERAL NOTES
1. OWNER OF RECORD

COLBY-SAWYER COLLEGE
541 MAIN STREET
NEW LONDON, NH 03257

2. REFERENCE DEED:

A.  DEED BOOK 2025 PAGE 191 (PER TOWN ASSESSING RECORDS)

3. REFERENCE PLANS:

N/A

5. PREMISES ARE LOCATED IN THE INSTITUTIONAL/RECREATIONAL (I/R) ZONING DISTRICT.

6. BASE PLAN PLANIMETRICS AND TOPOGRAPHIC SURVEY SHOWN IS BASED ON A FIELD
SURVEY COMPLETED BY HORIZONS ENGINEERING, INC. (HEI) IN DECEMBER OF 2020 WITH
A LEICA TS16 ROBOTIC TOTAL STATION AND LEICA ZENO GPS RECEIVER.

7. TOPOGRAPHY SHOWN OUTSIDE OF THE LIMITS OF TOPOGRAPHIC SURVEY IS BASED ON
PUBLICALLY AVAILABLE LIDAR DATA ACCESS FROM NH GRANIT. ATHLETIC FIELD
ILLUSTRATIONS AND LOCATIONS HAVE NOT BEEN SURVEYED AND ARE APPROXIMATE
ONLY AS REFERENCE.

8. EXISTING UTILITIES FOLLOWING KELSEY ROAD ARE APPROXIMATE ONLY AND WERE
REFERENCED FROM HEI COLBY-SAWYER COLLEGE MASTER BASE FILE 20924_BASE.DWG.
CONTRACTOR IS RESPONSIBLE FOR DIGSAFE AND UTILITY LOCATION.

9. LUKE HURLEY OF GOVE ENVIRONMENTAL SERVICES, INC, A CERTIFIED WETLAND
SCIENTIST, PREFORMED THE WETLAND MAPPING IN NOVEMBER AND DECEMBER 2020
ACCORDING TO THE TECHNICAL CRITERIA OF THE CORPS OF ENGINEERS WETLAND
DELINEATION MANUAL (TECHNICAL REPORT Y-87-1, JANUARY 1987) AND THE REGIONAL
SUPPLEMENT TO THE CORPS OF ENGINEERS WETLAND DELINEATION MANUAL:
NORTHCENTRAL AND NORTHEAST REGION, VERSION 2.0, JANUARY 2012, US ARMY CORPS
OF ENGINEERS.

10. LUKE HURLEY OF GOVE ENVIRONMENTAL SERVICES, INC., A CERTIFIED SOIL SCIENTIST,
PREFORMED THE SOIL SURVEY IN NOVEMBER 2020 ACCORDING TO THE SITE-SPECIFIC
SOIL MAPPING STANDARDS FOR NEW HAMPSHIRE AND VERMONT. SSSNNE SPECIAL
PUBLICATION NO. 3, VERSION 5.0, DECEMBER 2017. THE MAPPING IS WITHIN THE
TECHNICAL STANDARDS OF THE NATIONAL COOPERATIVE SOIL SURVEY. IT IS A SPECIAL
PRODUCT, INTENDED FOR SUBMISSION TO NH DES ALTERATION OF TERRAIN. IT WAS
PRODUCED BY A PROFESSIONAL SOIL SCIENTIST AND IS NOT A PRODUCT OF THE USDA
NATURAL RESOURCE CONSERVATION SERVICE. HYDROLOGIC SOIL GROUP WAS
DETERMINED USING SSSNNE SPECIAL PUBLICATION NO. 5.

11. NO EXISTING MONUMENTS, BOUNDS, OR BENCHMARKS SHALL BE DISTURBED WITHOUT
FIRST MAKING PROVISIONS FOR RELOCATION.

12. ALL WORK SHALL BE PERFORMED WITHIN THE PROPERTY OF, AND EASEMENTS SECURED
BY, THE OWNER.

13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DATA COLLECTION AND
PREPARATION OF RECORD DRAWINGS.

14. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR CONTROLLING EROSION IN ALL AREAS
DISTURBED BY HIS ACTIONS. COSTS FOR REQUIRED EROSION CONTROL, REGARDLESS OF
WHETHER OR NOT SUCH MEASURES ARE SHOWN ON THE ENGINEERING DRAWINGS,
SHALL BE BORNE BY HIM.

15. UTILITY LOCATIONS ARE BASED ON THE BEST AVAILABLE INFORMATION.  THE
CONTRACTOR IS RESPONSIBLE FOR LOCATION AND PROTECTION OF EXISTING UTILITIES
AND SHALL REPAIR ANY DAMAGE AS QUICKLY AS POSSIBLE AT HIS OWN EXPENSE.  ALL
UTILITIES ENCOUNTERED SHALL BE LOCATED BY DEPTH AND TIES AND SHOWN BY THE
CONTRACTOR ON HIS "AS BUILT" DRAWINGS.  HAND EXCAVATION SHALL BE DONE
WHEREVER UNDERGROUND UTILITIES ARE SHOWN OR ANTICIPATED.  THE CONTRACTOR
SHALL CONTACT DIG SAFE AND THE APPROPRIATE AUTHORITIES PRIOR TO ANY
CONSTRUCTION IN ORDER TO VERIFY EXISTING CONDITIONS AND UTILITY LOCATIONS.
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