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NEW LONDON DPW FACILITY

184 S PLEASANT STREET, NEW LONDON, NH 03/27/2026

SITE PLAN

PROVIDE NEW
UNDERGROUND
SERVICE CONDUCTORS
& CONDUIT (2 SETS OF
3#350KMCIL & 1#1G IN
(2) 3"C) TO NEW
SERVICE DISCONNECT
SWITCH ON EXTERIOR
WALL FOR UPGRADED
ELECTRICAL SERVICE

UTILITY COMPANY TO
DETERMINE IF POLE
MOUNT TRANSFORMER
WILL BE REPLACED FOR
SERVICE UPGRADE

PROVIDE NEW 2-POLE
600A/600F SERVICE
ENTRANCE RATED
FUSED DISCONNECT
SWITCH

EXISTING PV
EQUIPMENT AND WILL
REMAIN AND BE
INTERCONNECTED TO
NEW ELECTRICAL
SERVICE EQUIPMENT.

PROVIDE NEW
NEMA-3R CT CABINET
AND UTILITY METER
FOR 600A 240/120V
1-PHASE SERVICE

NOT FOR CONSTRUCTION
05/08/2026

SITE PLAN - SCHEMATIC DESIGN
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NEW LONDON DPW FACILITY

184 S PLEASANT STREET, NEW LONDON, NH 03/27/2026

CONCEPT OPTION 3

SD-02 1/8" = 1'-0"
1 LEVEL 1

3

APPROX. 6,400 SQFT OF RADIANT FLOOR
@ 25 BTU/SQFT

30 MBH HYDRONIC UNIT
HEATER (TYP. OF 10)

CEILING CASSETTE
(TYP.)

(2) 3-TON 1-PHASE
VRF HEAT PUMP

EXISTING LOUVER TO
REMAIN FOR GARAGE
EXHAUST

5,500 CFM EXHAUST FAN
FOR LOW AND HIGH
ALARM CONDITIONS

500 CFM EXHAUST FAN
FOR NORMAL GARAGE
EXHAUST CONDITIONS

EXISTING LOUVER TO REMAIN
FOR GARAGE OUTSIDE AIR

5,500 CFM EXHAUST FAN
FOR LOW AND HIGH
ALARM CONDITIONS

500 CFM EXHAUST FAN
FOR NORMAL GARAGE
EXHAUST CONDITIONS

GARAGE EXHAUST
LOUVER

CEILING CASSETTE (TYP.)

4-TON 1-PHASE
VRF HEAT PUMP

ELECTRIC BASEBOARD

ELECTRIC BASEBOARD

RECCESED MOUNT WALL
UNIT HEATER

RECCESED MOUNT WALL
UNIT HEATER

RECCESED MOUNT WALL
UNIT HEATER

RECCESED MOUNT
WALL UNIT HEATER

300 CFM ERV ON
MECHANICAL MEZZANINE

350 CFM ERV IN
ATTIC SPACE

EXISTING 199 MBH
BOILERS TO REMAIN

(2) NEW 199 MBH
BOILERS TO CASCADE
WITH EXISTING
BOILERS

NEW 250A FULLY RATED 240/120V 1-PHASE
GENERATOR PANEL 'GP-1'. LOAD SIDE OF
ATS WILL BE REFED TO THIS PANEL.

200A 240/120V 1-PHASE
PANEL 'PP-1' FED FROM 'MDP'

PROVIDE NEW
ADDRESSABLE FIRE ALARM
CONTROL PANEL AND
ASSOCATED EQUIPMENT. TIE
EXISTING ZONE DEVICES TO
NEW ADDRESSABLE
SYSTEM.

PROVIDE NEW FIRE
ALARM REMOTE
ANNUNCIATOR

PROVDE NEW FIRE ALARM DEVICES IN
ADDITIONS AS REQUIRED BY NFPA 72

PROVDE NEW FIRE
ALARM DEVICES IN
ADDITIONS AS REQUIRED
BY NFPA 72

EXISTING TO REMAIN
AUTOMATIC TRANSFER
SWITCH 'ATS'. NORMAL AND
LOAD SIDE FEEDERS WILL BE
REFED TO DIFFERENT
PANELS.

NOT FOR CONSTRUCTION
05/08/2026

FLOOR PLAN - SCHEMATIC DESIGN

NEW 2" DOMESTIC
WATER SERVICE

NEW 4" SANITARY MAIN
SERVING BATHROOMS TO
CONNECT TO EXISTING
SANITARY PIPING SERVING
BUILDING

NEW 4" OIL WASTE MAIN TO EXIT THE
BUILDING TO A SAND/OIL SEPARATOR
AND JOIN EXISTING WASTE PIPING
SERVING BUILDING OR OR TO NEW
TIGHT TANK SPECIFIED BY CIVIL.

NEW 4" SANITARY MAIN
SERVING FIXTURES IN
NEW COMMON AREAS TO
CONNECT TO EXISTING
SANITARY PIPING
OUTSIDE BUILDING

EXISTING GAS FIRED
DOMESTIC WATER
HEATER TO REMAIN

NEW 6" DRY ALARM VALVE SERVING
TRUCK BAYS AND NEW LOCKER ROOMS

6" DRY

60-GALLON AIR
COMPRESSOR

FLOOR DRAINS
IN MAINTENANCE
BAYS (TYP.)

EXISTING 4" DRY ALARM
VALVE TO REMAIN

HOT WATER
RECIRCULATION PUMP
AND MIXING VALVE

CEILING MOUNTED BATH
EXHAUST FAN (TYP.)

HVLS

HVLS

HVLS

HVLS

HVLS

HVLS

HVLS FANS (TYP.)

HVLS
HVLS

HVLS
HVLS

HVLS FANS (TYP.)

100 CFM EXHAUST FAN
SERVING EWASTE

REPLACE EXISTING 100A C/B & FEEDER FOR
SUBPANEL WITH NEW 250A C/B FOR ATS NORMAL
POWER. PROVIDE NEW FEEDERS TO THE EXISTING
ATS.

NEW 600A 240/120V 1-PHASE MAIN PANEL 'MDP' WILL
REPLACE EXISTING MAIN DISTRIBUTION PANEL.
EXISTING BRANCH CIRCUITS WILL BE EXTENDED &
RELOCATED TO GENERATOR PANEL AS REQUIRED.

RECCESED MOUNT WALL
UNIT HEATER

100A 240/120V 1-PHASE
LOADCENTER 'PP-2' FED
FROM 'MDP'
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